Table 2.11. Fuel-Switching Capacity: From Natural Gas to Petroleum Liquids, by Year of Initial
Commercial Operation, 2005

(Count, Megawatts)

Net Summer Capacity

Year of Commercial Operation Number of Net Summer Capacity Reported as I—!avmg No
Generators Regulatory Limits on use of

Petroleum Liquids®
PrE-1970.....cueiiieieieiseeee e 412 17,648 8,520
1970-1974 ..ot 381 19,087 7,228
1975-1979...ciiiiiiiiii s 118 10,549 4,679
1980-1984......coiiiiierctee e 45 2,810 2,056
1985-1989.....c0iiiiiiiiiii s 127 3,355 308
1990-1994 ...ttt 223 12,875 1,741
1995-1999....ccuiiiiiiii s 137 9,373 2,269
2000-2004......cooeeeireeeee s 383 38,696 3,407
2005 ... 29 3,822 991
TOLAL o 1,855 118,216 31,200

! Distillate fuel oil (all diesel and No. 1, No. 2, and No. 4 fuel oils), residual fuel oil (No. 5 and No. 6 fuel oils and bunker C fuel oil), jet fuel, kerosene, and waste oil.
Source: Energy Information Administration, Form EI1A-860, "Annual Electric Power Industry Report."”
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